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St. Thomas, VI 00801 
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To Whom It May Concern: 

This is a compilation of Innovative’s DSL service over approximately 1 -year. Even 
though this is about 1 % years old, I have heard from friends and business associates that 
the service is still far below par for this Iund of service. It is also still far below what is 
advertised by Innovative. In fact my Landlord just changed is service to another dial-up 
company because his ViPowernet (Innovative) DSL service was not working and could 
not get a response to his service needs. 
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Netbooster,Log.txt 
Fast R e t  ransmi ss i  on and Recovery support Val ue : 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer s t a r t :  11/28/2003 4:25:08 AM 
Data Transfer complete: 11/28/2003 4:25:11 AM 
--->Total Data Received: 1024.44 k i lobytes 
--->Time t o  Complete Transfer: 00:00:02:750 
--->Average Speed: 369.71 k i lobytes per second 
--->Peak speed: 424.78 k i lobytes per second 

............................................. 

S t a r t  Test: 12/3/2003 9:14:00 AM 
Test Type: Download 1 megabyte 
operat i  ng System : w i  ndows XP ------------- set t ings used------------ 
[1394 Net Adapter Maximum Transfer u n i t :  1500 
1394 Net Adapter 3 Maximum Transfer u n i t :  1500 E D-Link DFE-530TX+ KI Adapter] Maximum Transfer u n i t :  1500 

[Linksys LNElOOTX Fasr Ethernet Adapter(LNE100TX v4)] Maximum Transfer U n i t :  1500 
[Broadcom NetXtreme G i  a b i t  Ethernet] Maximum Transfer u n i t :  1500 
Tcp Receive window: 32920 
Time TO Live: 64 
B l  ack H01 e Detection : Fa1 se 
AUtO-Detect Maximum Transfer un i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
Tcp options: 1 - window Scaling but no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
support f o r  Selective Acknowledgements: True 

Data Transfer Star t :  12/3/2003 9:14:01 AM 
Data Transfer complete: 12/3/2003 9:14:04 AM 
--->Total Data Received : 1024.42 k i  1 obytes 
--->Time t o  complete Transfer: 00:00:03:125 
--->Average speed: 319.16 k i lobytes per second 
--->Peak speed: 383.08 k i lobytes per second 

............................................. 
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Maximum number o f  simultaneous H l T P  1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: -20 
Tcp Options: 1 - window scal ing but no Timestamp Options 
Fast Retransmission and Recovery support value : 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer Star t :  11/27/2003 10:41:22 AM 
Data Transfer Complete: 11/27/2003 10:41:31 AM 
--->Total Data Received : 1024.25 k i  1 obytes 
--->Time t o  complete Transfer: 00:00:09:250 
--->Average Speed: 106.65 k i lobytes per second 
--->Peak speed: 168.00 k i lobytes per second 

Star t  Test: 11/27/2003 10:41:34 AM 
Test Type: Download 1 megabyte 
operating system: windows XP 
------------- set t ings used------------ 
[1394 Net ~ d a p t e r ]  Maximum Transfer u n i t :  1500 
[1394 Net Ada t e r ]  Maximum Transfer u n i t :  1500 
D-Link DFE-5 5 O n +  PCI Adapter] Maximum Transfer unit :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer u n i t :  1500 
Broadcom NetXtreme C i  a b i t  Ethernet] Maximum Transfer u n i t :  1500 

Tcp Receive window: 32920 
Time TO Live: 64 
B l  ack H01 e Detection : Fa1 se 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
Tcp Options: 1 - window Scaling but no Timestamp Options 
Fast Retransmission and Recovery support val  ue : 3 
Support f o r  select ive Acknowledgements: True 

Data Transfer s t a r t :  11/27/2003 10:41:35 AM 
Data Transfer Complete: 11/27/2003 10:41:41 AM 
--->Total Data Received : 1024,31 k i  1 obytes 
--->Time t o  Complete Transfer: 00:00:06:062 
--->Average speed: 167.32 k i lobytes per second 
--->Peak speed: 248.16 k i lobytes per second 

............................................. 

............................................. 

........................................ 

SESSION END: 11/27/2003 10:41:47 AM 
=~=P===IPPPDIPI I I===~~~==~=========~=== 

----------I----------------=----- ------ ---------- ---------I----- -----=------ 
SESSION START: 11/28/2003 4:25:04 AM 
----T=I--------------------------------- ................................. 

s t a r t  Test: 11/28/2003 4:25:06 AM 
Test Type: Download 1 megabyte 
Operati ng System : w i  ndows XP 
------------- set t ings used------------ 
1394 Net Adapter Maximum Transfer Uni t  : 1500 

11394 Net Adapter 3 Maximum Transfer u n i t :  1500 
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer u n i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer Uni t :  1500 

[Broadcom NetXtreme G i  a b i t  Ethernet] Maximum Transfer Uni t :  1500 
Tcp Receive window: 32 9 20 
Time TO Live: 64 
Black H01 e Detection : Fa1 se 
AUtO-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
Tcp Options: 1 - window Scaling but no Timestamp options 
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Support for  Selective Acknowledgements: True 

Data Transfer Star t :  11/24/2003 8:22:32 PM 
Data Transfer complete: 11/24/2003 8:22:38 PM 
--->Total Data Received : 1024.39 k i  1 obytes 
--->Time t o  complete Transfer: 00:00:05:250 
--->Average speed: 199.39 k i lobytes per second 
--->Peak Speed: 344.14 k i lobytes per second 

............................................. 

eePr=====Ie--D========eer===p-=IIp 

SESSION END: 11/24/2003 8:22:40 PM ------------- .......................... -------------P----------,,,,,,,,,,______ 

==l===Xee~=- -eee~P=====L=I I= '==e=eP 

SESSION START: 11/27/2003 9:56:19 AM 
===------ .............................. ------e--------------,,_,_,,,,___,___ 

Sta r t  Test: 11/27/2003 9:56:21 AM 
Test Type: Download 1 megabyte 
Operating system: windows XP 
------------- Sett ings used------------ 
1394 N e t  Adapter Maximum Transfer un i t :  1500 E 1394 N e t  Adapter 3 Maximum Transfer u n i t :  1500 

[D-Link DFE-530TX+ PCI Adapter] Maximum Transfer un i t :  1500 
[Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer u n i t :  1500 
[Broadcorn NetXtreme G i  a b i t  Ethernet] Maximum Transfer u n i t :  1500 
Tcp Receive window: 32!20 
Time TO Live: 64 
Black Hole Detection: False 
Auto-Detect Maximum Transfer u n i t  : True 
Maximum number of simultaneous HTTP 1.0 connections: 40 
Maximum number of simultaneous HTTP 1.1 Connections: 20 
TCP options: 1 - window scal ing but no Timestamp Options 
Fast Retransmission and Recovery support val ue : 3 
Support for  Selective Acknowledgements: True 

Data Transfer Star t :  11/27/2003 9:56:25 AM 
Data Transfer complete: 11/27/2003 9:56:28 AM 
--->Total Data Received: 1024.41 k i lobytes 
--->Ti me t o  compl e t e  Transfer: 00: 00: 03 : 438 
--->Average speed: 284.01 k i lobytes per second 
--->Peak speed: 368.72 k i lobytes per second 

............................................. 

S ta r t  Test: 11/27/2003 10:41:21 AM 
Test Type: Download 1 megabyte 
Ope r a t i  ng System : windows XP ------------- Sett ings used------------ 

Maximum Transfer u n i t :  1500 
Maximum Transfer un i t :  1500 
P C I  Adapter] Maximum Transfer un i t :  1500 

[Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer Uni t :  1500 
[Broadcorn NetXtreme G i  a b i t  Ethernet] Maximum Transfer un i t :  1500 
Tcp Receive window: 32 20 
Time TO Live: 64 
Black Hole Detection: False 
Auto-Detect Maximum Transfer un i t :  True 

9 
i 
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Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
Tcp Options: 1 - window scal ing but no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
support f o r  Selective Acknowledgements: True 

Data Transfer Start :  11/22/2003 12:48:13 PM 
Data Transfer Complete: 11/22/2003 12:48:22 PM 
--->Total Data Received : 1024.11 k i  1 obytes 
--->Time t o  complete Transfer: 00:00:09:250 
--->Average speed: 107.08 k i lobytes per second 
--->peak speed : 204.14 k i  1 obytes per second 

............................................. 

........................................ 

SESSION END: 11/22/2003 12:48:25 PM ------------ ----------------- -----I-- -----------=-----------------=--------- 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
SESSION START: 11/24/2003 8:22:13 PM 
--------------------___I_______________ 
-----I--------------------------------- 

s t a r t  Test: 11/24/2003 8:22:15 PM 
Test Type: Download 1 megabyte 
operating system: windows XP 

E1394 Net ~ d a p t e r ]  Maximum Transfer Uni t :  1500 
1394 Net ~ d a p t e r ]  Maximum Transfer u n i t :  1500 
D-Link DFE-530TX+ P C I  Adapter] Maximum Transfer U n i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100l-x v4) J Maximum Transfer Uni t :  1500 
Broadcom Netxtreme C i  a b i t  ~ t h e r n e t ]  Maximum Transfer U n i t :  1500 

Sett ings used------------ ------------- 

Tcp Receive window: 32920 
Time TO Live: 64 
slack Hole Detection: False 
AUto-Detect Maximum Transfer uni t :  True 
Maximum number of simultaneous HTTP 1.0 Connections: 40 
Maximum number of simultaneous H r r ~  1.1 Connections: 20 
Tcp Options: 1 - window Scaling but no Timestamp Options 
Fast Retransmission and Recovery support value : 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer Star t :  11/24/2003 8:22:16 PM 
Data Transfer Complete: 11/24/2003 8:22:21 PM 
--->Total Data Received : 1024.43 k i  1 obytes 
--->Time t o  complete Transfer: 00:00:04:563 
--->Average speed: 221.01 k i lobytes per second 
--->Peak speed: 344.14 k i lobytes per second 

s t a r t  Test: 11/24/2003 8:22:32 PM 
Test Type: Download 1 megabyte 
operating system: windows XP ------------- set t ings used------------ 
1394 Net Adapter Maximum Transfer u n i t :  1500 
1394 Net Adapter 3 Maximum Transfer u n i f :  1500 

[D-Link DFE-530TX+ PCI Adapter] Maximum Transfer u n i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer Uni t :  1500 E Broadcom NetXtreme G i  a b i t  Ethernet] Maximum Transfer un i t :  1500 

Tcp Receive window: 32920 
Time TO Live: 64 
slack Hole Detection: False 
AUtO-Detect Maximum Transfer uni t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
TCP Options: 1 - window Scaling but no Timestamp Options 
Fast Retransmission and Recovery support value: 3 

............................................. 

E 
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Netbooster,Log.txt 
Black Hole Detection: False 
Auto-Detect Maximum Transfer u n i t  : True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
Tcp options: 1 - window Scaling but no Timestamp Options 
Fast Retransmission and Recovery support value : 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer s t a r t :  11/22/2003 12:12:24 PM 
Data Transfer Complete: 11/22/2003 12:12:31 PM 
--->Total Data Received : 1024.42 k i  1 obytes 
--->Time t o  Complete Transfer: 00:00:07:188 
--->Average speed: 140.57 k i lobytes per second 
--->Peak speed: 512.20 k i lobytes per second 

............................................. 

===------------------- -------=--------- -------------------=------- --------- 
SESSION END: 11/22/2003 12:12:33 PM 
-e-------------------------------------- - ..................................... ........................................ ........................................ 
SESSION START: 11/22/2003 12:47:51 PM 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  

s t a r t  Test: 11/22/2003 12:47:53 PM 
Test Type: Download.1 megabyte 
Operating system: windows XP 
------------- Sett ings used------------ 
1394 Net ~ d a p t e r ]  Maximum Transfer u n i t :  1500 
1394 Net ~ d a p t e r ]  Maximum Transfer u n i t :  1500 
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer u n i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer u n i t :  1500 I Broadcom NetXtreme C i  a b i t  Ethernet] Maximum Transfer u n i t :  1500 

Tcp Receive window: 14100 
Time TO Live: 64 
B l  ack H01 e Detection : Fa1 se 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous H T P  1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
Tcp Options: 1 - window scal ing but no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer Star t :  11/22/2003 12:47:57 PM 
Data Transfer complete: 11/22/2003 12:48:09 PM 
--->Total Data Received: 1024.20 k i lobytes 
--->Time t o  complete Transfer: 00:00:11:375 
--->Average speed: 88.71 k i lobytes per second 
--->peak speed: 120.00 k i lobytes per second 

s t a r t  Test: 11/22/2003 12:48:12 PM 
Test Type: Download 1 megabyte 
Operating system: windows XP 
------------- Sett ings used------------ 
[1394 Net Adapter] Maximum Transfer u n i t :  1500 
[1394 Net Adapter] Maximum Transfer Unit:  1500 
[D-Link DFE-530TX+ PCI Adapter] Maximum Transfer uni t :  1500 

E Broadcom NetXtreme G i  a b i t  Ethernet] Maximum Transfer u n i t :  1500 
Tcp Receive window: 14%00 
Time TO Live: 64 
B l  ack H01 e Detection : Fa1 se 
Auto-Detect Maximum Transfer uni t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 

............................................. 

Linksys LNE~OOTX Fast Ethernet Adapter(LNE1OOTX v4)] Maximum Transfer Uni t :  1500 
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Netbooster-Log.txt 
Test Type: Download 1 megabyte 
Operating system: windows XP 
------------- set t ings used------------ 
1394 Net Adapter Maximum Transfer Uni t :  1500 
1394 Net  Ada t e r  3 Maximum Transfer u n i t :  1500 
D-Link DFE-5 P On<+ PCI Adapter] Maximum Transfer un i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer Uni t :  1500 
Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer un i t :  1500 

E 
Tcp Receive window: 51!920 
Time TO Live: 64 
Black Hole Detection: False 
Auto-Detect Maximum Transfer un i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number of simultaneous HTTP 1.1 Connections: 20 
Tcp Options: 1 - window Scaling but no Timestamp Options 
Fast Ret ransmi ss i  on and Recovery support value : 3 
Support f o r  se lect ive Acknowledgements : True 

Data Transfer Star t :  11/22/2003 12:11:55 PM 
Data Transfer complete: 11/22/2003 12:11:59 PM 
--->Total Data Received: 1024.43 k i lobytes 
--->Time t o  Complete Transfer: 00:00:04:125 
--->average Speed: 238.14 k i lobytes per second 
--->peak Speed: 512.20 k i lobytes per second 

s t a r t  Test: 11/22/2003 12:12:01 PM 
Test Type: Download 1 megabyte 
operating system: windows XP 
------------- set t ings used------------ 
[1394 Net Adapter] Maximum Transfer Unit:  1500 
1394 Net Adapter] Maximum Transfer Uni t :  1500 
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer un i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer u n i t :  1500 
Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer Uni t :  1500 

............................................. 

E 
E 
Tcp Receive window: 513920 
Time TO Live: 64 
Black Hole Detection: False 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTrP 1.1 Connections: 20 
Tcp Options: 1 - window Scaling but no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
Support f o r  se lect ive Acknowledgements : True 

Data Transfer s t a r t :  11/22/2003 12: 12:02 PM 
Data Transfer Complete: 11/22/2003 12:12:18 PM 
--->Total Data Received: 1024.46 k i  1 obytes 
--->Time t o  Complete Transfer: 00:00:16:875 
--->Average Speed: 58.65 k i lobytes per second 
--->Peak Speed: 512.20 k i lobytes per second 

S ta r t  Test: 11/22/2003 12:12:20 PM 
Test Type: Download 1 megabyte 
Ope r a t i  ng system : w i  ndows XP ------------- set t ings used------------ 

1394 Net Adapter Maximum Transfer U n i t :  1500 
1394 N e t  Adapter 3 Maximum Transfer Uni t :  1500 

[D-Link DFE-530TX+ P C I  Adapter] Maximum Transfer Uni t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer Uni t :  1500 
Broadcom Netxtreme G i  a b i t  ~ t h e r n e t ]  Maximum Transfer Uni t :  1500 

............................................. 

E 
Tcp E Receive window: 5 1  4 920 
Time To Live: 64 
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Netbooster-Log.txt 
Support f o r  Selective Acknowledgements: True 

Data Transfer Star t :  11/22/2003 12:11:30 PM 
Data Transfer Complete: 11/22/2003 12:11:32 PM 
--->Total Data Received: 1024.34 k i l o b  tes 
--->Time t o  Complete Transfer: 00:00:0$:750 
--->Average Speed: 350.37 k i lobytes per second 
--->peak Speed: 512.20 k i lobytes per second 

S t a r t  Test: 11/22/2003 12:11:35 PM 
Test Type: Download 1 megabyte 
Operating system: windows XP ------------- Sett ings used------------ 

. ............................................ 

1394 Net Adapter] Maximum Transfer uni t :  1500 
1394 Net Ada t e r ]  Maximum Transfer unit :  1500 
D-Link DFE-5 5 Om+ PCI Adapter] Maximum Transfer unit :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer Unit:  1500 
Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer u n i t :  1500 

E 
Tcp Receive window: 51!920 
Time TO Live: 64 
Black Hole Detection: False 
AUtO-Detect MaXirnUm Transfer u n i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connectjons: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
TCP Options: 1 - window Scaling but  no Timestamp options 
Fast Ret ransmi ss i  on and Recovery support Val ue : 3 
support f o r  se lect ive Acknowledgements: True 

Data Transfer Star t :  11/22/2003 12:11:36 PM 
Data Transfer complete: 11/22/2003 12:11:40 PM 
--->Total Data Received: 1024.43 k i  1 obytes 
--->Time t o  Complete Transfer: 00:00:03:687 
--->Average Speed: 274.53 k i lobytes per second 
--->Peak speed: 512.20 k i lobytes per second 

Star t  Test: 11/22/2003 12:11:44 PM 
Test Type: Download 1 megabyte 
Operating system: w i  ndows XP 
------------- Sett ings used------------ 
E1394 Net Adapter Maximum Transfer U n i t :  1500 
[1394 Net Adapter 3 Maximum Transfer U n i t :  1500 
D-Li  nk DFE-530TX+ PCI Adapter] Maximum Transfer u n i t  : 1500 E Linksys LNElOOTX Fast Ethernet Adapter(LNElO0TX v4)] Maximum Transfer Uni t :  1500 

[Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer U n i t :  1500 
Tcp Receive window: 51!920 
Time TO Live: 64 
B l  ack H01 e Detection: Fa1 se 
Auto-Detect MaXiI?IUm Transfer u n i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
TCP Options: 1 - window Scaling but  no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer s ta r t :  11/22/2003 12:11:45 PM 
Data Transfer Complete: 11/22/2003 12:11:52 PM 
--->Total Data Received : 1024.47 k i  lobytes 
--->Time t o  complete Transfer: 00:00:06:937 
--->Average speed: 154.10 k i lobytes per second 
--->Peak Speed: 512.20 k i lobytes per second 

S t a r t  Test: 11/22/2003 1 2 : l l :  54 PM 

............................................. 

--------------------__________c_________----- 
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--->Total Data Received: 1024.53 k i lobytes 
--->Time t o  Complete Transfer: 00:00:15: 563 
--->Average Speed: 65.60 k i lobytes per second 
--->peak speed: 162.56 k i lobytes per second 

Star t  Test: 11/22/2003 12:11:06 PM 
Test Type: Download 1 megabyte 
Ope r a t i  ng system : windows XP 
------------- set t ings used------------ 
1394 Net Adapter] Maximum Transfer u n i t :  1500 
1394 Net Adapter] Maximum Transfer Uni t :  1500 
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer uni t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer Unit:  1500 
Broadcom NetXtreme G i  a b i t  Ethernet] Maximum Transfer U n i t :  1500 

Tcp Receive window: 513920 
Time TO Live: 64 
Black Hole Detection: False 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous H l T P  1.1 Connections: 20 
Tcp Options: 1 - window Scaling but no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
Support f o r  se lect ive Acknowledgements: True 

Data Transfer Star t :  11/22/2003 12:11 :11  PM 
Data Transfer Complete: 11/22/2003 12:11:15 PM 
--->Total Data Received: 1026.71 k i lobytes 
--->Time t o  Complete Transfer: 00:00:03:968 
--->Average Speed: 256.12 k i lobytes per second 
--->Peak Speed: 376.00 k i lobytes per second 

Star t  Test: 11/22/2003 12:11:29 PM 
Test Type: Download 1 megabyte 
operating system: windows XP ------------- set t ings used------------ 

--------------------_______^____________----- 

1394 Net Adapter] Maximum Transfer u n i t :  1500 
1394 Net Adapter] Maximum Transfer u n i t :  1500 
D-Link DFE-530TX+ P C I  Adapter] Maximum Transfer Uni t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer uni t :  1500 

[Broadcorn NetXtreme G i  a b i t  Ethernet] Maximum Transfer Uni t :  1500 
Tcp Receive window: 519920 
Time To Live: 64 
B1 ack Ho1 e Detection : Fa1 se 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections:.20 
TCP options: 1 - window Scaling but  no Timestamp Options 
Fast Retransmission and Recovery support value: 3 

E 
E 
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Fast Retransmi ss i  on and Recovery support value : 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer s t a r t :  11/3/2003 11:17:01 PM 
Data Transfer Complete: 11/3/2003 11:17:10 PM 
--->Total Data Received: 1024.53 k i lobytes 
--->Time t o  Complete Transfer: 00:00:08:438 
--->Average Speed: 117.66 k i lobytes per second 
--->Peak Speed: 202.56 k i lobytes per second 

Star t  Test: 11/3/2003 11:17:13 PM 
Test Type: Download 1 megabyte 
Operati ng system: w i  ndows XP 
------------- set t ings used------------ 
E1394 Net Adapter] Maximum Transfer uni t :  1500 
[D-Link DFE-S30TX+ PCI Adapter] Maximum Transfer u n i t :  1500 
[Linksys LNE~OOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer u n i t :  1500 
[Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer U n i t :  1500 
Tcp Receive window: 51!920 
Time TO Live: 64 
Black Hole Detection: False 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 32 
Maximum number o f  simultaneous HTTP 1.1 Connections: 32 
TCP Options: 1 - window scal ing but  no Timestamp Options 
Fast Ret ransmi Ssi on and Recovery support Val ue : 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer s t a r t :  11/3/2003 11:17:14 PM 
Data Transfer complete: 11/3/2003 11: 17: 22 PM 
--->Total Data Received: 1024.53 k i lobytes 
--->Time t o  complete Transfer: 00:00:08:125 
--->Average speed: 125.32 k i lobytes per second 
--->Peak Speed: 202.56 k i lobytes per second 

............................................. 

............................................. 

s t a r t  Test: 11/4/2003 7:21:13 AM 
Test Type: Download 1 megabyte 
operating system: windows XP ------------- set t ings used------------ 
[1394 Net Adapter] Maximum Transfer Uni t :  1500 

Tcp Receive window: 51!920 
Time TO Live: 64 
Black HO1 e Detection: Fa1 se 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 32 
Maximum number o f  simultaneous HTTP 1.1 Connections: 32 
TCP Options: 1 - window Scaling but  no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer s t a r t :  11/4/2003 7:21:16 AM 
Data Transfer complete: 11/4/2003 7:21:32 AM 
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D-Link DFE-S30TX+ PCI Adapter] Maximum Transfer Uni t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer u n i t :  1500 
Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer u n i t :  1500 

............................................. 



Star t  Test: 11/3/2003 11:16:33 PM 
Test Type: Download 1 megabyte 
operating system: windows XP ------------- set t ings used------------ 

1394 Net Adapter] Maximum Transfer u n i t :  1500 
D-Link DFE-530TX+ P C I  Adapter] Maximum Transfer Unit:  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit :  1500 

[Broadcom NetXtreme G i  a b i t  Ethernet] Maximum Transfer U n i t :  1500 
Tcp Receive window: 5 1  920 
Time TO Live: 64 
Black Hole Detection: False 
Auto-Detect Maximum Transfer uni t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 32 
Maximum number o f  simultaneous HTTP 1.1 Connections: 32 
Tcp Options: 1 - window Scaling but no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
support f o r  Selective Acknowledgements: True 

Data Transfer Star t :  11/3/2003 11:16:35 PM 
Data Transfer complete: 11/3/2003 11:16:42 PM 
--->Total Data Received: 1024.51 k i lobytes 
--->Time t o  complete Transfer: 00:00:06:625 
--->Average speed: 154.32 k i lobytes per second 
--->peak speed: 211.06 k i lobytes per second 

!! 
I 

............................................. 

S t a r t  Test: 11/3/2003 11:17:00 PM 
Test Type: Download 1 megabyte 
operating system: windows XP 
------------- Sett ings used------------ 
1394 Net Ada t e r ]  Maximum Transfer u n i t :  1500 
D-Link DFE-5 '3 OTX+ PCI Adapter] Maximum Transfer u n i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100Tx v4)] Maximum Transfer uni t :  1500 

[Broadcom NetXtreme G i  a b i t  Ethernet] Maximum Transfer unit :  1500 
Tcp Receive window: 5 1  920 
Time TO Live: 64 
Black H01 e Detection : Fa1 se 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous H l T P  1.0 Connections: 32 
Maximum number o f  simultaneous HTTP 1.1 Connections: 32 
Tcp Options: 1 - window scal ing but no Timestamp Options 

!I 
I 
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[Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer u n i t :  1500 
Tcp Receive window: 518920 
Time TO Live: 64 
61 ack Hol e Detection : Fa1 se 
AUtO-Detect Maximum Transfer u n i t :  True 
Maximum number of simultaneous HTTP 1.0 Connections: 40 
Maximum number of simultaneous HTTP 1.1 Connections: 20 
Tcp Options: 1 - window Scaling but no Timestamp options 
Fast Retransmission and Recovery support value: 3 
Support f o r  Selective Acknowledgements: True 

***Abort Transfer : 11/2/2003 11:07:26 AM 
s t a r t  Test: 11/2/2003 11:07:27 AM 
Test Type: Download 1 megabyte 
operating system : windows XP ------------- set t ings used------------ 
[1394 Net  Ada t e r ]  Maximum Transfer un i t :  1500 

TCp Receive window: 511920 
Time TO Live: 64 
Black Hole Detection: False 
Auto-Detect Maximum Transfer u n i t  : True 
Maximum number of simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: -20 
TCP Options: 1 - window scal ing but no Timestamp options 
Fast Retransmission and Recovery support value: 3 
support f o r  Selective Acknowledgements: True 

***Abort Transfer : 11/2/2003 11:07:43 AM 
S ta r t  Test: 11/2/2003 11:07:44 AM 
Test Type: user speci f ied Download from http://www.garyfelton.com/recent. html 
operating system: windows XP ------------- set t ings used------------ 
[1394 Net  Adapter] Maximum Transfer u n i t :  1500 

E Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer un i t :  1500 
[Broadcom NetXtreme G i  a b i t  Ethernet] Maximum Transfer un i t :  1500 
Tcp Receive window: 519920 
Time TO Live: 64 
Black Ho1 e D e t e C t i  on : Fa1 se 
Auto-Detect Maximum Transfer un i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
Tcp Options: 1 - window scal ing but no Timestamp options 
Fast Retransmission and Recovery support value: 3 
support f o r  Selective Acknowledgements: TrUe 

Data Transfer Star t :  11/2/2003 11:07:47 AM 
***Abort Transfer - 11/2/2003 11:09:15 AM 
s t a r t  Test: 11/2/2003 11:09:16 AM 
Test Type: user Specif ied Download from http://www.garyfelton.com/recent.html 
operat i  ng system: w i  ndows XP ------------- set t ings used------------ 

1394 Net Adapter] Maximum Transfer un i t :  1500 
0-Link D F E - ~ ~ O T X +  PCI Adapter] Maximum Transfer un i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100Tx v4)] MaXitNUm Transfer Uni t :  1500 
eroadcom Netxtreme G i  a b i t  Ethernet] MaXimUm Transfer u n i t :  1500 

............................................. 

D-Link DFE-5 t3 OTX+ PCI Adapter] Maximum Transfer un i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer Uni t :  1500 
Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer Uni t :  1500 

............................................. 

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer un i t :  1500 

............................................. 

Tcp Receive window: 518920 
Time To Live: 64 
B l  ack H01 e Detection : Fa1 se 
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Time To Live: 64 
Black Ho1 e Detection : Fa1 se 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous H l T P  1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
Tcp Options: 1 - window Scaling but no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer Start :  10/24/2003 12:14:08 PM 
Data Transfer Complete: 10/24/2003 12:14:21 PM 
--->Total Data Received : 1024.58 k i  1 obytes 
--->Time t o  complete Transfer: 00:00:12:562 
--->Average Speed: 80.44 ki lobytes per second 
--->peak speed: 151.22 k i lobytes per second 

---------__------_--________^___________----- 

=--- ................................... ---=----------------------------------- 
SESSION END: 10/24/2003 12:14:23 PM 
=~PIs=====l==P=xP=xI=p=e-==I====p=I=e== 

=X--=P====='=3f=t=I='DS====-=PeeX=======~======== 

SESSION START: 11/1/2003 9:59:00 PM ........................................ 
---------------I----------------------- 

S t a r t  Test: 11/1/2003 9:59:04 PM 
Test Type: Download 1 megabyte 
ope rat1 ng System : w i  ndows XP 
--_-------_-_ Settings used------------ 
1394 Net Adapter] Maximum Transfer u n i t :  1500 
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer u n i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100lX v4)] Maximum Transfer Unit:  1500 
Broadcom NetXtreme G i  a b i t  Ethernet] Maximum Transfer u n i t :  1500 

Tcp 1 Receive window: 5 1  9 920 
Time TO Live: 64 
Black Hole Detection: False 
AUtO-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous H n P  1.0 Connections: 40 
Maximum number o f  simultaneous H l T P  1.1 Connections: 20 
Tcp Options: 1 - window scal ing but no Timestamp options 
Fast Retransmission and Recovery support Val ue: 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer s t a r t :  11/1/2003 9:59:08 PM 
Data Transfer complete: 11/1/2003 9:59:40 PM 
--->Total Data Received: 1024.53 ki lobytes 
--->Time t o  complete Transfer: 0O:OO: 32:312 
--->Average Speed: 30.80 ki lobytes per second 
--->Peak Speed: 173.96 ki lobytes per second 

............................................. 

S ta r t  Test: 11/2/2003 11:06:50 AM 
Test Type: Download 1 megabyte 
Operating System: windows XP ------------- Settings used------------ 

1394 Net Ada t e r ]  Maximum Transfer u n i t :  1500 
D-Link DFE-5 P Om+ PCI Adapter] MaXimUm Transfer u n i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100lX v4)] MaXitnUm Transfer u n i t :  1500 
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E1394 Net Adapter] Maximum Transfer Uni t :  1580 
[D-Link DFE-530TX+ PCI Adapter] Maximum Transfer un i t :  1500 
[Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer Uni t :  1500 
[Broadcom NetXtreme G i  a b i t  Ethernet] Maximum Transfer u n i t :  1500 
Tcp Receive window: 518920 
Time TO Live: 64 
Black Hole Detection: False 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous H lTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
Tcp Options: 1 - window Scaling but no Timestamp Options 
Fast Retransmission and Recovery support value : 3 
Support f o r  se lect ive Acknowledgements: True 

Data Transfer Star t :  10/17/2003 9:13:32 PM 
Data Transfer Complete: 10/17/2003 9:13:43 PM 
--->Total Data Received: 500.24 k i lobytes 
--->Time t o  Complete Transfer: 00:00:11:125 
--->Average Speed: 44.46 k i lobytes per second 
--->peak speed: 136.88 k i lobytes per second 

Star t  Test: 10/17/2003 9:13:47 PM 
Test Type: Download 1 megabyte 
Operating System: *windows XP 
------------- set t ings used------------ 

-------------_-__---______________^_____----- 

1394 Net Adapter] Maximum Transfer u n i t :  1500 
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer un i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer u n i t :  1500 

[Broadcom NetXtreme G i  a b i t  ~ t h e r n e t ]  Maximum Transfer un i t :  1500 
Tcp Receive window: 51'3920 
Time TO Live: 64 
61 ack Ho1 e Detecti  on: Fa1 Se 
Auto-Detect Maximum Transfer un i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous H l T P  1.1 Connections: 20 
Tcp Options: 1 - window scal ing but no Timestamp Options 
Fast Ret ransmi ss i  on and Recovery support Val ue: 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer Start :  10/17/2003 9:13:49 PM 
Data Transfer Complete: 10/17/2003 9:14:11 PM 
--->Total Data Received : 1024.64 k i  1 obytes 
--->Time t o  Complete Transfer: 00:00:21:687 
--->Average speed: 47.17 k i lobytes per second 
--->Peak speed: 136.88 k i lobytes per second 

............................................. 

Star t  Test: 10/24/2003 12:14:05 PM 
Test Type: Download 1 megabyte 
Operating system: windows XP ------------- set t ings used------------ 

1394 Net  Ada t e r ]  Maximum Transfer,uni t :  1500 
D-Link DFE-5 5 Om+ PCI Adapter] Maximum Transfer u n i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer Uni t :  1500 

[Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer Unit:  1500 
Tcp Receive window: 51'3920 
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s t a r t  Test: 10/16/03 8:44:57 PM 
Test q p e :  Download 1 megabyte 
operating System: windows XP 
------------- set t ings used------------ 
1394 Net Ada t e r ]  Maximum Transfer Uni t :  1500 
D-Link DFE-5 5 On<+ PCI Adapter] Maximum Transfer Uni t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer Uni t :  1500 
Broadcom Netxtreme G i  abi  t Ethernet] Maximum Transfer u n i t  : 1500 

Tcp Receive window: 59920 
Time TO Live: 64 
B l  ack H01 e Detection : Fa1 se 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous H l T P  1.0 Connections: 40 
Maximum number o f  simul taneous HlTP 1.1 Connections: 20 
Tcp Options: 1 - window Scaling but no Timestamp Options 
Fast Ret ransmi ss i  on and Recovery support val ue : 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer Star t :  10/16/03 8:44:59 PM 
Data Transfer complete: 10/16/03 8:45:13 PM 
--->Total Data Received : 1024.61 k i  1 obytes 
--->Time t o  Complete Transfer: 0O:OO: 14: 125 
--->Average speed: 70.40 k i lobytes per second 
--->Peak speed: 188.20 k i lobytes per second 

--------------------____________L_______----- 

S ta r t  Test: 10/17/2003 9:07:36 PM 
Test Type: Download 500 k i lobytes 
Operating system: windows XP 
------------- Sett ings used------------ 

i Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer u n i t :  1500 
Tcp Receive window: 519920 
Time To Live: 64 
B l  ack H01 e Detection : Fa1 se 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 connections: 20 
Tcp options: 1 - window scal ing but no Timestamp options 
Fast Retransmission and Recovery support value: 3 
support f o r  select4 ve Acknowledgements: True 

***Abort Transfer : 10/17/2003 9:08:17 PM 

1394 Net Adapter] Maximum Transfer un i t :  1500 
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer u n i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer u n i t :  1500 

............................................. 
=P=P~===--=t====L=====- 

SESSION END: 10/17/2003 9:08:18 PM ------------*---------------- ---------a 

PIP==PI==I=L======PI====a=~~-========== 

SESSION START: 10/17/2003 9:13:26 PM 
==De=='PI=========e'=========~===~==~-= 

Star t  T C S t :  10/17/2003 9:13:29 PM 
Test Type: Download 500 k i lobytes 
operating System : windows XP ------------- Sett ings used------------ 
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-------------------I-=----------------- .................... - ----------------- ....................................... ........................................ 
SESSION START: 10/8/2003 7:40:53 PM 
E===============e-,'--Per======='= 

Sta r t  Test: 10/8/2003 7:40:56 PM 
Test Type: Download 500 k i lobytes 
Operati ng system: windows XP 
------------- set t ings used------------ 
1394 Net  ~ d a p t e r ]  Maximum Transfer un i t :  1500 
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer un i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer u n i t :  1500 
Broadcom MetXtreme G i  a b i t  Ethernet] Maximum Transfer Uni t :  1500 

Tcp Receive window: 51'1920 
Time TO Live: 64 
B l  ack H01 e Detect4 on : Fa1 se 
Auto-Detect Maximum Transfer u n i t  : True 
Maximum number o f  simultaneous H l T P  1.0 Connections: 40 
Maximum.number o f  simultaneous H ~ T P  1.1 Connections:.20 
Tcp Options: 1 - window Scaling but no Timestamp Options 
Fast Ret ransmi ss i  on and Recovery support val ue : 3 
Support f o r  se lect ive Acknowledgements: True 

Data Transfer Star t :  10/8/2003 7:41:03 PM 
Data Transfer complete: 10/8/2003 7:41:14 PM 
--->Total Data Received: 500.28 k i lobytes 
--->Time t o  Complete Transfer: 00:00:11:125 
--->Average speed: 43.29 k i lobytes per second 
--->peak speed: 125.54 k i lobytes per second 

............................................. 

s t a r t  Test: 10/16/03 8:44:41 PM 
Test Type: Download 1 megabyte 
operating system: windows XP ------------- Sett ings used------------ 

E D-Link DFE-S30TX+ PCI  Adapter] Maximum Transfer un i t :  1500 
[Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer u n i t :  1500 
[Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer Uni t :  1500 
Tcp Receive window: 5 1  'j 920 
Time To Live: 64 
61 ack Ho1 e Detecti  on : Fa1 se 
AUtO-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous H l T P  1.0 Connections: 40 
Maximum number o f  simultaneous H l T P  1.1 Connections: 20 
Tcp options: 1 - window scal ing but no Timestamp Options 
Fast Ret ransmi ss i  on and Recovery support val ue : 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer Star t :  10/16/03 8:44:44 PM 
Data Transfer complete: 10/16/03 8:44:54 PM 
--->Total Data Received : 1024.51 k i  1 obytes 
--->Time t o  complete Transfer: 00:00:10:250 
--->Average speed: 98.40 k i lobytes per second 
--->Peak speed: 188.20 k i lobytes per second 

1394 N e t  Adapter] Maximum Transfer u n i t :  1500 

............................................. 
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Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
Tcp options: 1 - window Scaling but no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer S tar t :  10/2/2003 10:02:18 PM 
***Abort Transfer : 10/2/2003 10:02:29 PM 

............................................. 

-----I------------------------ --&----- ........................ 
SESSION END: 10/2/2003 10:02:30 PM 
====l~=P--========--===---r=ii3=3==================== 

==*--I --- --------*===--====----L-I----- --.--=---=-------- ---I- --- 
SESSION START: 10/2/2003-i0: 02 : 32 PM 
=====39=--======11======~==i====I=== 

Star t  Test: 10/2/2003 10:02:36 PM 
Test Type: user speci f ied Download from http://vrrww.garyfelton.com/recent. html 
operating system: windows XP 
------------- Sett ings used------------ 
1394 Net Ada t e r ]  Maximum Transfer un i t :  1500 

Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer u n i t :  1500 
D-Link DFE-5 P O n +  PCI Adapter] Maximum Transfer un i t :  1500 

Tcp Receive window: 5 1  3 920 
[Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer Uni t :  1500 

Time TO Live: 64 
B l  ack H01 e Detection : Fa1 se 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connectlons: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
Tcp Options: 1 - window Scaling but no Timestamp Options 
Fast Ret ransmi ss i  on and Recovery support val ue : 3 
support f o r  Selective Acknowledgements: True 

Data Transfer s t a r t :  10/2/2003 10:02:37 PM 
***Abort Transfer : 10/2/2003 10:03:05 PM 
s t a r t  Test: 10/2/2003 10:03:07 PM 
Test Type: Download 500 k i lobytes 
operating System: windows XP 
---c--------- sett ings used------------ 
[1394 Net Adapter] Maximum Transfer Uni t :  1500 
[D-Link DFE-530TX+ PCI  Adapter] Maximum Transfer Uni t :  1500 

E Broadcom NetXtreme G i  abi t Ethernet] Maximum Transfer Uni t  : 1500 
Tcp Receive window: 519920 
Time TO Live: 64 
Black Hole Detection: False 
Auto-Detect Maximum Transfer u n i t  : True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous H l T P  1.1 Connections: 20 
Tcp Options: 1 - window scal ing but no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
Support for  Selective Acknowledgements: True 

Data Transfer s t a r t :  10/2/2003 10:03:11 PM 
Data Transfer complete: 10/2/2003 10:03:31 PM 
--->Total Data Received : 500.26 k i  1 obytes 
--->Time t o  Complete Transfer: 00:00:19:875 
--->Average speed: 24.93 k i lobytes per second 
--->Peak speed: 114.14 k i lobytes per second 

............................................. 

Linksys LNE100TX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer Uni t :  1500 

............................................. 
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s t a r t  Test: 10/2/2003 10:01:16 PM 
Test Type: User speci f ied Download from http://www.flrst2.com 
ope rat1 ng System : w i  ndows XP ------------- set t ings used------------ 

1394 Net Ada t e r ]  MaXitnUm Transfer uni t :  1500 
D-Link DFE-~!OTX+ PCI Adapter] Maximum Transfer u n i t :  1500 I Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maxjmum Transfer Uni t :  1500 

[Broadcom NetXtreme G i  a b i t  Ethernet] Maximum Transfer U n i t :  1500 
Tcp Receive window: 519920 
Time TO Live: 64 
Black Hole Detection: False 
Auto-Detect Maximum Transfer unit: True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 connections: 20 
Tcp Options: 1 - window Scaling but  no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
support f o r  Selective Acknowledgements: True 

Data Transfer Star t :  10/2/2003 10:01:18 PM 
Data Transfer Complete: 10/2/2003 10:01:18 PM 
--->Total Data Received: 6.17 k i  1 obytes 
--->Time t o  complete Transfer: 00:00:00:63 
--->Average speed: 0.00 k i lobytes per second 
--->peak Speed: 165.40 k i lobytes per second 

s t a r t  Test: 10/2/2003 10:01:46 PM 
Test q p e :  user speci f ied Download from ht tp : / /w.garyfe l ton.com 
Operating System: windows XP ------------- set t ings used------------ 
[1394 Net Ada t e r ]  Maximum Transfer u n i t :  1500 

E Broadcom NetXtreme ti a b i t  Ethernet] Maximum Transfer un i t :  1500 
Tcp Receive window: 519920 
Time TO Live: 64 
Black H01 e Detecti  on : Fa1 se 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 connections:,20 
Tcp Options: 1 - window Scaling but no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer Star t :  10/2/2003 10:01:48 PM 
Data Transfer Complete: 10/2/2003 10:01:48 PM 
--->Total Data Received : 5.38 k i  1 obytes 
--->Time t o  Complete Transfer: 0O:OO:OO: 313 
--->Average speed: 0.00 k i lobytes per second 
--->Peak speed : 165.40 k i  1 obytes per second 

s t a r t  Test: 10/2/2003 10:02:17 PM 
Test Type: User speci f ied Download from http://www.garyfelton.com/recent.html 
operating System: windows XP ------------- set t ings used------------ 

1394 Net Adapter] Maximum Transfer uni t :  1500 
D-Link DFE-53oTX+ PCI Adapter] Maximum Transfer Unit:  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maxjmum Transfer Unit:  1500 
Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer U n i t :  1500 

............................................. 

[D-Link DFE-5 P On<+ PCI Adapter] Maximum Transfer u n i t :  1500 
Linksys LNE~OOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit :  1500 

............................................. 

Tcp Receive window: 519920 
Time TO Live: 64 
61 ack H01 e DeteCti on : Fa1 se 
Auto-Detect Maximum Transfer u n i t :  True 
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s t a r t  Test: 10/1/2003 2:50:18 AM 
Test Type: Download 1 megabyte 
operating system: .windows XP 

E D-Link DFE-53oTX+ PCI Adapter] Maximum Transfer un i t :  1500 
[Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)J Maximum Transfer un i t :  1500 
[Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer un i t :  1500 
Tcp Receive window: 51 9 920 
Time TO Live: 64 
Black Hole Detection: False 
AUtO-Detect Maximum Transfer un i t :  True 
Maximum number of simultaneous H n P  1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
Tcp Options: 1 - window scal ing but no Timestamp Options 
Fast Retransmi ss i  on and Recovery support value : 3 
support f o r  se lect ive Acknowledgements: True 

Data Transfer Star t :  10/1/2003 2:50:22 AM 
Data Transfer Complete: 10/1/2003 2:50:30 AM 
--->Total Data Received: 1024.53 k i lobytes 
--->Time t o  complete Transfer: 00:00:08:625 
--->Average speed: 118.50 k i lobytes per second 
--->peak speed: 194.02 k i lobytes per second 

Sett ings used------------ ------------- 
1394 Net ~ d a p t e r ]  Maximum Transfer u n i t :  1500 

............................................. 

s t a r t  Test: 10/2/2003 10:00:19 PM 
Test Type: Download 1 megabyte 
operating system: windows XP ------------- set t ings used------------ 
[1394 N e t  Adapter] Maximum Transfer u n i t :  1500 
[D-Li nk DFE-S30TX+ PCI  Adapter] Maximum Transfer u n i t :  1500 

E Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer Uni t :  1500 
Tcp Receive window: 519920 
Time To Live: 64 
Black Hole Detection: False 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
Tcp Options: 1 - window Scaling but no Timestamp options 
Fast Retransmission and Recovery support value: 3 
Support for Selective Acknowledgements: True 

Data Transfer Star t :  10/2/2003 10:00:22 PM 
Data Transfer Complete: 10/2/2003 10:01:07 PM 
--->Total Data Received : 1024.53 k i  1 obytes 
--->Time t o  Complete Transfer: 00:00:44:875 
--->Average speed: 22.91 k i lobytes per second 
--->Peak Speed: 165.40 k i lobytes per second 

Linksys LNElOOTx Fast Ethernet Adapter(LNElO0TX v4)] Maximum Transfer Unit:  1500 

............................................. 
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s t a r t  Test: 9/30/2003 7:45:24 AM 
Test Type: Download 1 megabyte 
Operating system: windows XP 
------------- Sett ings used------------ 

I Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer u n i t :  1500 
[Broadcom NetXtreme G i  a b i t  Ethernet] Maximum Transfer Uni t :  1500 
Tcp Receive window: 511920 
Time TO Live: 64 
Black Hole Detection: False 
Auto-Detect Maximum Transfer un i t :  True 
Maximum number o f  simultaneous H7TP 1.0 Connections: 40 
Maximum number of simultaneous HTTP 1.1 Connections: 20 
Tcp Options: 1 - window scal ing but no Timestamp Options 
Fast Ret ransmi ss i  on and ReCOVe r y  support val  ue : 3 
Support for  Selective Acknowledgements: True 

Data Transfer Star t :  9/30/2003 7:45:27 AM 
***Abort Transfer : 9/30/2003 7:45:45 AM 
Data Transfer complete: 9/30/2003 7:45:45 AM 
--->Total Data Received : 66.81 k i  1 obytes 
--->Time t o  complete Transfer: 00:00:18:500 
--->Average speed: 3.61 k i lobytes per second 
--->peak speed : 17.12 k i  1 obytes per second 

1394 N e t  Ada t e r ]  Maximum Transfer u n i t :  1500 
D-Link DFE-5 f3 On<+ P C I  Adapter] Maximum Transfer Uni t :  1500 

............................................. 

Star t  Test: 9/30/2003 8:24:54 AM 
Test Type: Download 1 megabyte 
Operating system: windows XP 
------------- Sett ings used------------ 
1394 Net Adapter] Maximum Transfer u n i t :  1500 
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer Uni t :  1500 f Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer u n i t :  1500 

[Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer Uni t :  1500 
Tcp Receive window: 258960 
Time TO Live: 64 
B l  ack H01 e Detection : Fa1 se 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous H l T P  1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
Tcp Options: 1 - window Scaling but no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
Support for  se lect ive Acknowledgements: True 

Data Transfer Star t :  9/30/2003 8:24:58 AM 
Data Transfer Complete: 9/30/2003 8:25:22 AM 
--->Total Data Received: 1024.55 k i lobytes 
--->Time t o  complete Transfer: 00:00:23:813 
--->Average Speed: 42.12 k i lobytes per second 
--->Peak speed: 131.18 k i lobytes per second 

............................................. 
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Test Type: Download 1 megabyte 
Operati ng system : w i  ndows XP ------------- set t ings used------------ 

1394 Net Adapter] Maximum Transfer.uni t :  1500 
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer Unit:  1500 
Broadcorn NetXtreme G i  abi  t Ethernet] Maximum Transfer U n i t :  1500 

Tcp E Receive window: 25 8 960 
Time TO Live: 64 
Black Hole Detection: False 
AUtO-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maxi mum numbe r o f  s i  mu1 taneous HTTP 1.1 Connect1 ons : .20 
Tcp Options: 1 - window Scaling but  no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
support f o r  Selective Acknowledgements: True 

Data Transfer Start :  9/30/2003 6:30:46 AM 
Data Transfer Complete: 9/30/2003 6:30:59 AM 
--->Total Data Received: 1024.51 k i lobytes 
--->Time t o  complete Transfer: 00:00:13:125 
--->Average speed: 78.00 k i lobytes per second 
--->Peak Speed: 145.46 k i lobytes per second 

............................................. 

s t a r t  Test: 9/30/2003 7:41:57 AM 
Test Type: Download 1 megabyte 
Operating system : windows XP ------------- set t ings used------------ 
[1394 Net Ada t e r ]  Maximum Transfer-Uni t :  1500 

f Broadcom NetXtreme G i  a b i t  Ethernet] Maximum Transfer Uni t :  1500 
Tcp Receive window: 25t960 
Time TO Live: 64 
slack Hole Detection: False 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous HITP 1.0 Connectjons: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: -20 
Tcp Options: 1 - window Scaling but  no Timestamp options 
Fast Retransmission and Recovery support va1 ue: 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer Star t :  9/30/2003 7:42:01 AM 
***Abort Transfer : 9/30/2003 7:42:21 AM 
Data Transfer complete: 9/30/2003 7:42:21 AM 
--->Total Data Received: 199.42 k i lobytes 
--->Time t o  complete Transfer: 0O:OO: 19: 500 
--->Average Speed: 10.23 k i lobytes per second 
--->Peak Speed: 114.06 k i lobytes per second 

D-Link DFE-5 !3 OTX+ PCI Adapter] Maximum Transfer u n i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] MaXitnUm Transfer Uni t :  1500 

----_------_--------------------------------- 
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Netbooster,Log.txt 
s e t t i  ngs used---- --- - ---- ------------- 

[1394 Net Adapter] Maximum Transfer un i t :  1500 
[D-Link DFE-530TX+ PCI Adapter] Maximum Transfer Unit:  1500 

Tcp Receive window: 25 960 
Time TO Live: 64 
B1 ack H01 e Detection : Fa1 se 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number of simultaneous HTTP 1.0 Connectjons: 40 
Maximum number of simultaneous H l T P  1.1 Connections: 20 
Tcp options: 1 - window Scaling but no Timestamp Options 
Fast Ret ransmi ss i  on and Recovery support val ue : 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer s ta r t :  9/26/2003 7:17:28 AM 
Data Transfer Complete: 9/26/2003 7:18:10 AM 
--->Total Data Received : 500.20 k i  1 obytes 
--->Time t o  Complete Transfer: 00:00:41:750 
--->Average Speed: 11.58 k i lobytes per second 
--->peak Speed: 131.18 k i lobytes per second 

Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer u n i t :  1500 
Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer Uni t :  1500 8 E 

............................................. 

Star t  Test: 9/28/2003 8:10:44 PM 
Test Type: Download 500 k i lobytes 
Operating system: windows XP 
----------c-- Settings used------------ 
[1394 Net Ada t e r ]  Maximum Transfer Uni t :  1500 
D-Link DFE-5 $ OTX+ P C I  Adapter] Maximum Transfer un i t :  1500 
Linksys LNE~OOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer u n i t :  1500 
Broadcom Netxtreme G i  abi t Ethernet] Maximum Transfer Uni t :  1500 

Tcp 1 Receive window: 25 8 960 
Time TO Live: 64 
Black Hole Detection: False 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
Tcp Options: 1 - window scal ing but no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer s t a r t :  9/28/2003 8:10:49 PM 
Data Transfer complete: 9/28/2003 8:10:59 PM 
--->Total Data Received: 500.25 k i lobytes 
--->Time t o  Complete Transfer: 00:00:10:125 
--->Average Speed: 47.75 k i  1 obytes per second 
--->Peak speed: 188.04 k i lobytes per second 

............................................. 

Star t  Test: 9/30/2003 6:30:42 AM 
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1394 Net  Adapter] Maximum Transfer u n i t : - d ~  
D-Link DFE-53oTX+ pCI Adapter] Maximum Transfer Uni t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer Uni t :  1500 
Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer Uni t :  1500 

Tcp Receive window: 25 t! 960 
Time TO Live: 64 
Black Hole Detection: False 
Auto-Detect Maximum Transfer un i t :  True 
Maximum number of simultaneous HTTP 1.0 Connections: 40 
Maximum number of simultaneous HTTP 1.1 Connections: 20 
Tcp Options: 1 - window Scaling but no Timestamp options 
Fast Retransmission and Recovery support value: 3 
Support for  Selective Acknowledgements: True 

***Abort Transfer : 9/26/2003 7:16:48 AM 
s t a r t  Test: 9/26/2003 7:16:49 AM 
Test Type: User Specif ied Download from http://www.flrst2.com 
Operating system: windows XP ------------- set t ings used------------ 

. ............................................ 

1394 N e t  ~ d a p t e r ]  Maximum Transfer u n i t :  1500 
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)3 Maximum Transfer Uni t :  1500 
Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer Unit:  1500 

Tcp Receive window: 25 t! 960 
Time TO Live: 64 
Black Hole Detection: False 
AUtO-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous HTrP 1.0 Connections: 40 
Maximum number of simultaneous HTTP 1.1 Connections:.20 
TCP Options: 1 - window scal ing but no Timestamp options 
Fast Retransmission and Recovery support value: 3 
support f o r  Selective Acknowledgements: True 

***Abort Transfer : 9/26/2003 7:17:05 AM 
S tar t  Test: 9/26/2003 7:17:09 AM 
Test Type: Download 100 k i lobytes 
operating system: windows XP ------------- set t ings used------------ 

. ............................................ 

1394 Net Adapter] Maximum Transfer u n i t :  1500 
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer u n i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer Uni t :  1500 
Broadcom Netxtreme G i  abi t Ethernet] Maximum Transfer Uni t :  1500 

Tcp Receive window: 25%960 
Time TO Live: 64 
slack Hole Detection: False 
Auto-Detect Maximum Transfer un i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
TCP Options: 1 - window Scaling but no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer S tar t :  9/26/2003 7:17:15 AM 
Data Transfer Complete: 9/26/2003 7:17:20 AM 
--->Total Data Received: 100.06 k i lobytes 
--->Time t o  complete Transfer: 00:00:05:125 
--->Average speed: 17.64 k i lobytes per second 
--->peak speed: 31.38 k i lobytes per second 

s t a r t  Test: 9/26/2003 7:17:23 AM 
Test Type: Download 500 k i lobytes 
operating system: windows XP 

............................................. 
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Linksys LNE~OOTX Fast Ethernet Adapter(LNE1 8 OTX v4)] Maximum Transfer Uni t :  1500 E Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer Uni t :  1500 

Tcp Receive window: 251960 
Time TO Live: 64 
61 ack H01 e Detection : Fa1 se 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous HTfP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections:.20 
Tcp Options: 1 - window Scaling but no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
Support f o r  Selective Acknowledgements : True 

Data Transfer S tar t :  9/24/2003 7:24:14 PM 
Data Transfer Complete: 9/24/2003 7:24:36 PM 
--->Total Data Received: 1024.63 k i l o b  tes 

--->Average speed: 45.45 k i lobytes per second 
--->Peak speed: 131.17 k i lobytes per second 

............................................. 

--->Time t o  complete Transfer: 00:00:2 3 :125 

S ta r t  Test: 9/25/2003 4:34:56 PM 
Test Type: Download 1 megabyte 
Operating system : windows XP ------------- Sett ings used------------ 
1394 N e t  Adapter] Maximum Transfer u n i t :  1500 
D-Link D F E - ~ ~ ~ T X +  XI Adapter] Maximum Transfer un i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer un i t :  1500 
Broadcom NetXtreme G i  a b i t  Ethernet] Maximum Transfer un i t :  1500 

E 
E i! Tcp Receive window: 25 960 
Time TO Live: 64 
Black Hole Detection: False 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
Tcp options: 1 - window Scaling but no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
Support f o r  Selective Acknowledgements: True 

Data Transfer Star t :  9/25/2003 4:34:59 PM 
Data Transfer Complete: 9/25/2003 4:35:10 PM 
--->Total Data Received: 1024.51 k i lobytes 
--->Time t o  Complete Transfer: 00:00:10:875 
--->Average Speed: 92.09.kilobytes per second 
--->peak speed: 174.00 k i  1 obytes per second 

............................................. 

Page 60 



Netbooster,Log.txt 
Operating system : windows XP ------------- Sett ings used------------ 

1394 N e t  Adapter] Maximum Transfer unit: 1500 
D-Link DFE-53OTX+ PCI Adapter] Maximum Transfer Uni t :  1500 
Linksys LNElOOm Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer Uni t :  1500 
Broadcom Netxtreme G i  a b i t  Ethernet] Maximum Transfer u n i t :  1500 

Tcp Receive window: 25%960 
Time TO Live: 64 
B1 ack Ho1 e Detection : Fa1 se 
Auto-Detect Maximum Transfer u n i t :  True 
Maximum number o f  simu1taneous HTTP 1.0 Connections: 40 
Maximum number of simultaneous HTTP 1.1 Connections: 20 
TCP options: 1 - window scal ing but no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
Support for  Selective Acknowledgements: True 

Data Transfer S tar t :  9/21/2003 11:08:50 AM 
Data Transfer complete: 9/21/2003 11:08:51 AM 
--->Total Data Received: 6311 bytes 
--->Time t o  complete Transfer: 0O:OO:OO: 313 
--->Average Speed: 0 bytes per second 
--->Peak Speed: 0 bytes per second 

............................................. 

= = = = = = = = = = ' = ' ~ = = - = - - - = e r = = r = - = E = = r ~ = = =  

SESSION END: 9/21/2003 11:08:52 AM 
-----=----------I--- -----------------I--------,--- ------------ 
-----------------̂ ----------- --I------ ---------------=====ll-O=r 

SESSION START: 9/24/2003 7:23:49 PM 
P====r===I--===tl=P=--'2===3===========~====== 

Star t  Test: 9/24/2003 7:23:54 PM 
Test Type: Download 1 megabyte 
Operating system: windows XP ------------- set t ings used------------ 

1394 Net Ada t e r ]  Maximum Transfer-Uni t :  1500 
D-Link DFE-5 P On<+ P C I  Adapter] Maximum Transfer un i t :  1500 
Linksys LNElOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer u n i t :  1500 

[Broadcom Netxtreme G i  abi t Ethernet] Maximum Transfer Uni t :  1500 
Tcp Receive window: 25  960 
Time TO Live: 64 
61 ack H01 e Detection : Fa1 se 
AUto-Detect Maximum Transfer u n i t  : True 
Maximum number o f  simultaneous HTTP 1.0 Connections: 40 
Maximum number o f  simultaneous HTTP 1.1 Connections: 20 
Tcp Options: 1 - window scal ing but no Timestamp Options 
Fast Retransmission and Recovery support value: 3 
Support f o r  se lect ive Acknowledgements : True 

Data Transfer s t a r t :  9/24/2003 7:24:01 PM 
***Abort Transfer : 9/24/2003 7:24:08 PM 
Data Transfer Complete: 9/24/2003 7:24:08 PM 
--->Total Data Received: 180757 bytes 
--->Time t o  complete Transfer: 00:00:06: 750 
--->Average speed: 27584 bytes per second 
--->Peak speed: 134320 bytes per second 

Star t  Test: 9/24/2003 7:24:10 pM 
Test Type: Download 1 megabyte 
Operating system: windows XP ------------- set t ings used------------ 
[1394 N e t  Adapter] Maximum Transfer Uni t :  1500 
[D-Link D F E - ~ ~ ~ T X +  PCI Adapter] Maximum Transfer u n i t :  1500 

............................................. 
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